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SCHEDA TECNICA
n. INT/ix/02

Il prodotto

Composizione Resine acriliche in dispersione acquosa associate ad una resina 
poliuretanica alifatica e additivi vari

Peso specifico 1 kg/l ±3% 

pH 7,5 ÷ 9,5

Viscosità 200 CPS Brookfield (RVT 20 giri/min. a 25°C) per il tipo satinato; 
bassa per il tipo lucido

Temperatura di stoccaggio +2°C ÷ +36°C. Teme il gelo

Reazione al fuoco Negativa se il prodotto è applicato su fondi ininfiammabili; materiale 
all’acqua con spessore inferiore a 0,600mm secchi

Resistenza all’abrasione Conforme alla norma DIN 53 754: valore medio di abrasione pari a 
44,5 mg/500 giri

Prova di purezza luminosa Conforme alla norma DIN 54 004: grado 7 di purezza luminosa

Prova di adesione sul fondo
(incisione a reticolo)

Conforme alla norma DIN 53 151: valori GT 2A, GT 2T che indicano 
un buon rapporto di coesione ed adesione della vernice

Prova di strappo per valutazio-
ne dell’adesione

Conforme alla norma DIN ISO 4624 resistenza a strappo
1,45 N/mm²

Limite di emissione 
di Composti Organici 
Volatili (VOC), secondo 
Direttiva 2004/42/CE

• Classe di appartenenza: A/e
• VOC:  45g/l (massimo)
• Limite Fase I (dal 1.1.2007):  150g/l
• Limite Fase II (dal 1.1.2010):  130g/l

Colori Trasparente lucido o satinato 

Confezioni Litri 0,75 - 2,25

L’applicazione

Diluizione/Miscelazione A pennello o rullo: pronto all'uso, a spruzzo: 
max 10% di acqua potabile

Resa 12 ÷ 14m²/l 

Strumenti d’impiego Pennello, rullo spruzzo (ugello 1,3 ÷ 1,7mm)

Temperatura di applicazione +5°C ÷ +36°C (con umidità relativa non superiore a 80%)

Tempo di essiccazione al tatto 30' ÷ 1 h (temperatura = 20°C con umidità relativa a 75%)

Tempo di essiccazione totale 3 giorni (temperatura = 20°C con umidità relativa a 75%)

Pulizia attrezzi Acqua

La Società Oikos srl garantisce che le informazioni contenute nella presente scheda tecnica sono 
fornite al meglio delle proprie conoscenze tecniche e scientifiche. Nonostante quanto sopra Oikos 
non si assume nessuna responsabilità circa i risultati ottenuti attraverso l’impiego del proprio 
prodotto in quanto le modalità di applicazione sono al di fuori del suo controllo e/o verifica.
Pertanto, consigliamo di verificare l’idoneità di ogni singolo prodotto al caso specifico.

Informazioni sulla sicurezza
Il prodotto è esente da metalli pesanti quali cro-
mo o piombo. Non contiene solventi tossici, aro-
matici, clorurati. Non si verificano polimerizza-
zioni pericolose. Il prodotto costituisce sostanza 
non pericolosa se utilizzato in modo tecnicamen-
te idoneo. Si suggeriscono le normali cautele 
previste per la manipolazione delle pitture a base 
acquosa. Per lo stoccaggio e la movimentazione 
non sono previsti particolari accorgimenti; i con-
tenitori, i residui ed eventuali spargimenti, rac-
colti utilizzando materiali assorbenti inerti quali: 
sabbia, terra, ecc., vanno smaltiti in conformità 
alle disposizioni nazionali o regionali vigenti. Il 
trasporto deve avvenire in osservanza degli ac-
cordi internazionali.

Modalità di Applicazione
Applicare a pennello o rullo due mani di IGROLUX 
non diluito a distanza di 6 ore circa l’una dall’altra. 
È possibile applicare il prodotto anche a spruzzo 
(ugello 1,3 ÷ 1,7mm), dopo averlo diluito con un 
10% di acqua potabile. Si consiglia di carteggia-
re con carta abrasiva molto fine fra una mano e 
l’altra. 
Nel caso di supporti soggetti ad una continua 
abrasione si consiglia di applicare una terza mano 
di prodotto.

Preparazione dei Supporti
Pulire accuratamente la superficie da verniciare 
e, se possibile, carteggiare con carta abrasiva 
molto fine.

Campi d’Impiego
Come protettivo per prodotti decorativi e superfici 
in genere in ambienti interni.

Qualità Tecniche
IGROLUX è una speciale vernice protettiva a 
basso impatto ambientale, trasparente e igroin-
durente, ideale per supporti soggetti ad abra-
sione in ambienti interni. Disponibile in versione 
lucida o satinata. Conforme alle norme DIN 53 
754, DIN 54 004, DIN 52 615, DIN ISO 4626, 
DIN 53 151. Con basso odore, non infiammabile, 
amico dell’uomo e dell’ambiente.

PROTETTIVO TRASPARENTE
ANTI-GRAFFIO
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The company Oikos S.r.l guarantees, to the best of its own technical and scientific knowledge, that 
the information contained in this technical data sheet is correct. Notwithstanding that indicated above, 
Oikos takes no responsibility for the results obtained through the use of this product in as much as it is 
not possible for Oikos to check or control the application method used. For this reason, we recommend 
that you check carefully that each product chosen, is suitable for each individual use to which it is put.

The product

Composition acrylic resins in water dispersion combined with polyurethanic, 
aliphatic resins and various additives

Specific weight 1.kg/l ± 3%

pH 7.5 ÷ 9.5

Viscosity 200 CPS Brookfield (RVT 20 revs/min. a 25°C) for the satin finish, 
low for the gloss finish

Storage temperature 2°C ÷ +36°C. (Keep from freezing)

Reaction to fire Negative if the product is applied on a non inflammable base; water 
based material with dry thickness of less than 0,600mm

Resistance to abrasion Conforms to the norm DIN 53 754: average abrasion value 
equivalent to 44.5 mg/500 revs

Light purity test Conforms to the norm DIN 54 004: grade 7 of light purity

Test of adhesion on base 
surface (with reticule)

Conforms to the norm DIN 53 151: values GT 2A, GT 2T, indicating 
a good relationship between cohesion and adhesion of the varnish

Tear test for adhesion Conforms to the norm DIN ISO 4624; tear resistance 1.45 N/mm2

Emission limits of Volatile 
Organic Compounds 
(VOC) according to directive 
2004/42/CE

• Classification: A/e
• VOC: 45g/l (max)
• Limit Phase I (from 1.1.2007), 150g/l
• Limit Phase II (from 1.1.2010): 130g/l

Colours Transparent, gloss or satin

Packaging Liters 0,75 - 2,25

The application

Dilution Brush or roller: ready to use, spray gun: diluted with maximum 
10% drinkable water

Yield 12 ÷ 14 m2/l 

Application tools Brush, roller or spray gun (nozzle 1.3 1.7mm)

Fixative/Base CRILUX, NEOFIX, IL PIGMENTATO by OIKOS

Application temperature +5°C ÷ +36°C (with relative humidity not exceeding 80%)

Drying time-tack free 30’ ÷ 1 hour (temperature = 20°C with relative humidity 
around 75%)

Drying time-fully cured 3 days (temperature = 20°C with relative humidity around 75%)

Tools cleaning Water

Safety information
The product is free of heavy metals such as lead 
or chrome. It does not contain toxic solvents, 
aromatics or chlorides. There is no risk of any 
dangerous polymerisation. The product is con-
sidered to be a non-dangerous substance if used 
in the technically correct manner. Normal cau-
tionary measures for the handling of water based 
paints are advised. No special arrangements are 
required for the storage, movement and trans-
portation of the product; the containers, residue, 
eventual spilt material should be cleaned up us-
ing absorbent inert material such as sand, soil 
etc. etc. and then disposed of in accordance 
with the regional and national regulations in force 
at that time. Transportation must be carried out 
in accordance with international agreements 

Application Method 
Using a roller or brush, apply two coats of IG-
ROLUX by OIKOS undiluted, leaving approxi-
mately six hours between coats. It is also pos-
sible to apply the product by spray gun (nozzle 
1.3 ÷ 1.7mm) after having diluted it with maxi-
mum 10% drinkable water. It is recommended 
to rub down the surface with very fine sandpaper 
between coats. In case of walls that are subject 
to continual abrasion, it is recommended to ap-
ply a third coat of the product. 

Surface Preparation
Thoroughly clean the surface to be varnished 
and, if possible, rub down using very fine sand 
paper.

Ideal Use
As a protective glaze for interior, decorative 
products and surfaces in general.

Technical Qualities
IGROLUX by OIKOS is a special, low environ-
mental impact, transparent, protective glaze 
which hardens once in contact with air. It is ideal 
for interior surfaces that are subject to abrasion 
It is available in gloss and satin finishes and con-
forms to the norms D.I.N 53 754, D.I.N 54 004, 
D.I.N 52 615, D.I.N ISO 4626 and D.I.N 53 151. It 
is odourless, non-toxic, non flammable and envi-
ronmentally friendly. 

TRANSPARENT, PROTECTIVE
SCRATCHPROOF COAT




